
SHIMS

•	Small,	handy	shims	case	–	Easy to transport!

•	Single	shims	in	packs	of	10	–	Even special shims!

•	Shims	marked	with	thickness	–	Quickly identifiable!

•	Large	slot	for	the	bolt	–	Easy to mount!

•	Burr	free	shims	–	Safe to handle!

•	High	quality	stainless	steel:

 Steel: EN-10027-2   1.4310-5
 Stiffness: RM 1200-1800Mp
 Tolerance: DIN 17222/75

Easy-Laser® shims make the alignment easier!

SHIMS
Stainless steel shims – easy and safe



www.easy-laser.com

COMPLETE SHIM CASES

We offer two pre-packed shim cases (No. 1 
and 2) and two cases for which you decide 
yourself what to include (No. 3 and 4).

(NOTE! Shims on grey background are not 
included in case 1 and 2.)

SINGLE SHIMS AND SPECIAL MADE SHIMS

The shims are available in blister packs of 10/size.
Special made shims in other dimensions than listed to the right can be 
manufactured on request.

			Type	1
Thickness mm Part No.

0.05 03-0547

0.10 03-0548

0,20 03-0549

0.40 03-0614

0.50 03-0550

0.70 03-0551

1.00 03-0552

2.00 03-0553

3.00 03-0644

15

50

55

			Type	2
Thickness mm Part No.

0.05 03-0554

0.10 03-0555

0,20 03-0556

0.40 03-0615

0.50 03-0557

0.70 03-0558

1.00 03-0559

2.00 03-0560

3.00 03-0645

23

70

75

			Type	3
Thickness mm Part No.

0.05 03-0561

0.10 03-0562

0,20 03-0563

0.40 03-0616

0.50 03-0564

0.70 03-0565

1.00 03-0566

2.00 03-0567

3.00 03-0646

32

80

90

			Type	4
Thickness mm Part No.

0.05 03-0568

0.10 03-0569

0.20 03-0570

0.40 03-0617

0.50 03-0571

0.70 03-0572

1.00 03-0573

2.00 03-0574

3.00 03-0647

			Type	5
Thickness mm Part No.

0.05 03-0342

0.10 03-0343

0.20 03-0344

0.40 03-0346

0.50 03-0347

0.70 03-0348

0.80 03-1056

1.00 03-0349

2.00 03-0350

3.00 03-1057  

44

85

105

200

125

200
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Case	1		(180	shims)

The ideal light case for service technicians.

Shims type 1, 2, 3. 

10  pcs of each thickness:  0.05 / 0.10 / 0.20 / 0.50 / 0.70 / 1.00

Complete case, weight: 3.9 kg

Case dimension: 330x280x130 mm

    Part No: 12-0258

Case	2		(360	shims)

The case of choice when you need many shims.

Shims type 1, 2, 3. 

20 pcs of each thickness:  0.05 / 0.10 / 0.20 / 0.50 / 0.70 / 1.00

Complete case, weight: 6.1 kg

Case dimension: 330x280x130 mm

    Part No: 12-0259

Case	3			(shims	of	your	choice)

Choose number of shims yourself. We recommend minimum 10pcs/model.

Shims type 1, 2, 3, and 4 in dimensions of your choice.

Case weight, without shims: 3.2 kg

Case dimension: 460x350x175 mm

    Part No: 12-0743

NOTE! Only case with interior.  

Case	4			(shims	of	your	choice)

Choose number of shims yourself. We recommend minimum 10pcs/model.

Shims type 2, 3, 4, and 5 in dimensions of your choice.

Case weight, without shims: 3.5 kg

Case dimension: 460x350x175 mm

    Part No: 12-0755

NOTE! Only case with interior.
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